The "Venturo™ is a modular, easily transportable building system, hav-
ing excellent insulation, low weight and designed for minimum assem-
bly on site,
It is built of high quality materials in order to ensure maximum wea-
thering properties for use in aretic as well as tropical climates and is
almost maintenance free,
Being of low weight and factory preassembled, the Venturo means very
low erection and foundation costs, where heavy equipment can be
avoided.
The basic unit (fig. 1) is usually delivered to the site on a truck with
trafler in two major sections, a and b, one containing the bathroom/
kitchenette, the other with the centre sections (¢) packed inside.
For easy transportation all sections are 2,3 m (appr. 7° 8") wide; length
6,9 m (appr. 23 ft). Then basic unit (fig. 1) is when assembled, 5,9 m x 6.9
m (23 x 23 1t), giving a floor area of appr. 45 sq. m. (509 sq.t.). This basic
unit can be enlarged by
addingextracentrasect-
ions; to make still larger
ildings two or more
basic units are linked. In
this way an unlimited
variation of buildings in
size and plans can be
formulated,
The height of the preas-
sembled sections (aand
b} is appr. 290 cm (92.1/2
ft}, inside height of room
240 cm (appr. 8 ft).
The roof and corner sec-
tions are large double
skin mouldings of fib-
reglass with off-white
el-coated exterior sur-
ace as standard, with a
2" polyurethane foam
insulation,
The floor is an insulated
composite beam const-
ruction of marine grade
plywood and wood with
all facia parts showing.
covared with fibreglass
mouldings.
The facades, available
as standard in several
colors and designs as
per fig. 2, consist of pre-
fabricated anodized aluminium framing with insulated prepainted
aluminium exterior panels in various attractive colors.
Glazing may be either insulated glass or single or double sheet glaz-
ing.
Design and Engineering
The structural calculation is made by Mr. Matti Sihvonen, Civil Eng.
RIL.

Design loads 180 kg/sq.m, (36 Ibs/sq.ft) snowload and windload 100 kg/
sq.m. (21 Ibs/sq.m), (W = 40 m/sec., appr. 80 mph).

Designer of the house is Mr, Matti Suuronen, Arch. SAFA.

Thedesign is registered in most Patent offices throughout the world.

Manufacturer

The Venturo is manufactured and developed by Oy Polykem Ab,
Finland, and manufactured under license in several countries by local
manufacturers,

Assembly and site preparations

The preassembled sections, delivered to the site by a truck with
trailer, are, depending on ground conditions, installed on a flat surface
or on 16 small piers. The basic unit weighs appr. 4 tons,

Electricity, water and waste-line are hooked up under the floor. Where
electricity, water or sewerage are not oblainable prophane gas and/
or gasoline motor driven generators can be used, For sewage septic
tanks may be used. Please specify local conditions for further ad-
vice on nonstandard deliveries,

Kindly make your color choice for the facades among the below stan-
dard colors,
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